Receiver
EWJ-TO1

Can be added
Max.60

Transmitters

Max. Distance
Approx.180m

(When using 2 repeater)

WIRELESS CALL

SYSTEM

[Yes, I'll be right there /j

Indicates
Elapsed Time in

2 Levels

W60 Transmitters can be added!

Can be added 60 transmitters. So, it can be used for
the small as well as big restuarant.

% Can set the number of your choice from 1~60 for
the transmitter.

M Large LED red light used for clear visibility

Large LED red light is used for the
clear visible Signal. The calling
numbers can be identified easily
from the distance as well.

The display is inclined to 6°,
which ables to identify clearly,
when hanged on a high place.

W5 displays / plus 5memories

Displays 5 signals from the calling orders respectively,

Brings efﬁciency in the also memories the numbers that cannot be displayed.

hospitality service along with
the customer’s satisfaction,
No more calling out to the waiter!

Mindicates elapsed time in 2 levels

On 1min elapse of time after calling, the LED light
blinks slowly. But after the elapse of more than 1 min,
then it will blink more faster to remind of a quicker
response.

Can be connected

Only 1st Signal
is Displayed
Prevents Double
Display

No Construction
needed
Easy Installation

Repeater
EWC-T02

Transmitter
EWS-T03

Clear Vision
Large LED
Segment Display

in multiple
Floors

5 Display
+

5 Memories

(When using repeater)

4 Sound Level/
4 Selectable
Chimes

Can be hanged
on the wall

B Prospect distance up to 180 m

The prospect distance between the transmitter and
the receiver is 100m. When adding repeater, prospect
distance can be increased with 80m, with the max.
connection distance 180m. Maximum 2 repeaters can be
added.

Can be connected from different rooms of 2nd or 3rd
floor on connecting repeaters.

W Prevent from occuring double calling

Prevents double display of the summon, that is transmitted
by the same transmitter, until the display of the first one is
removed.

B4 sound levels / 4 selectable chimes

The sound of the receiver and the transmitter both can
be adjusted in 4 levels, along with the 4 selectable
chimes.

M Indicates the time of battery change

When the receiver receives the signal from the
low battery transmitter, the battery indicator
lights on.When the number transmitted from the
low battery transmitter is displayed on left hand
side, the battery indicator blinks.



Example of Connection Diagram
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EWJ-TO1

Display Type

Digital segment display
Display size (Max): 1.5 Inch x 2 Numbers
Display size (Min) : 1.0 Inch x 2 Numbers x 4 Groups

Display Pattern

Lights On /Blinking

LED Display

Transmitter battery indicator : On receiver or left indicator blink
Displays more than 6: Display numbers from 6~10 units

Registerable Number

Transmitter 60 pcs / Data Eraser 1 pcs / Repeater 2pcs

Transmission method

Specified Low Power (426MHz)

Transmission Distance| Approx.100m
Chime Sound 4 Types
Volume(Max) Over 70dB /1m

Volume Level

Max/Mid/Min: Approx. 70 /65 / 60dB respectively , Off : No vol.

Usage Environment

Indoor (Non water-proof)

EWC-T02

Transmission Method

Specified low power (426MHz)

Tranmission Distance | Approx.100m
Chime Sound 4 types
\VVolume (Max) Over 70dB /1Tm

Volume Level

Max/Mid/Min: Approx.70 / 65 / 60dB respectively / Off: No Vol.)

Control Key

Setting :Register of repeaters /Reset
Volume: Change volume / tone

Usage Environment

Indoor (Non water-proof)

Operating Temp.

0~40°C

Source of Elec.

AC100V (Use included electric adapter)

Elec. Consumption

While transmitting : below 0.7W__ Stand by : below 0.5W

Dimension (Approx)

90(H) X 140(W) X 60(D)mm( Not including antenna)
(Antenna part Approx.217mm__ Foldable type)

Operating Temp.

0~40°C

Source of Elec.

AC100V (Use included electric adapter)

Elec. Consumption

Display : 1.3W below Stand by : 0.5W below

Dimensions (Approx)

90(H) X400(W) X 70(D)mm ( not including antenna)
(Antenna part  Approx.217mm : Foldable type)

Weight Approx.650g (Electric adapter not included)
Accessories Electric adapter (Cord length : Approx. 3m)
Sticker + Number sticker for the transmitter 1~60
+ 2 pcs of sticker for the data erasor
- 4 pcs of plain white sticker
Control Key Setting : Transmitter, Register of transmitters and repeaters

Volume: Change volume / tone / registered mode number

*Transmitter EWS-T03 is separately necessary to use as a data erasor of the
display shown in the receiver.

Weight

Approx.218g (Electric adapter not included)

Accessories

Electric adapter (Cord length : Approx. 3m)

EWS-T03

Transmission method

Specified low power (426MHz#)

Transmission Distance

Approx.100m

Pairing ID

Approx. 26 thousand ways

Usage environment

Indoor (Non water-proof)

Operating Temp.

0~40°C

Source of Elec.

DC3V (Use 2 AA battery Sold separately )

Battery Life

Approx. 1year (10 times per day)

Dimension (Approx)

35(H) X 50(W) X 80(D)mm ( Not including antenna)

Weight

Approx.49g
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